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Foil/Separator Punch Unit
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PU-01 can punch the copper, aluminum or separator
foil to round flakes which are used as anode pallet,
cathode pallet or separator in coin cells.
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This device includes a punch mold set and a
ready-made handy press. Mold is separate with handy
press so it is easy to change different punch mold for
anode, cathode or separator
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Standard punch diameter is 5-30mm with 0.07-0.18
mm thickness, this diameter should be specified
before order. Very thin or very thick foil can be
evaluated, please just feel free to contact us.
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SPECIFICATION

® Dimensions (R~)
Press: 100W x 150D x 255H mm (w/o handle);
(REIZHEF)
100W x 255D x 380H mm (for handle motion)
(BZRIEKE)
Mold(£ &): 40W x 49D x 70H mm

® Weight (BE)
Press(¥ E2#%): 3.6 Kg
Mold(#£&): 0.56 Kg

® Material (ME):
Press: Cast Iron(§533)
Mold: Tool Steel( T £ )

® Function (ChEE4:H)
FEHBEETBREERASBNEF , TRENERTEAHBRERNESR
HRETFEBERSIRRHE K SEABEETHIMMER , BRBHEHR
HBEETRE , AUEIBRBRHEEANREER  BETUE , SUBREA . RIESHT
EEEHBERSZPBRERER , ERFZHPEIBIREERE , EETWETHES
BETRSEATHAE , TERTEREEMEEBEERENVE

Press and mold can be separate easily which means mold can be change easily.
There is a drawer which can collect the pressed materials

Polyurethane(PU) fix electrode or separator first and then cut it to prevent wrinkle
Mold can be re-sharp to prevent buy a new one

The press mold can back to original position because of spring force
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