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COIN CELL CRIMPER 
(釦式電池封合機) 

               

Pure Manual(純手動操作) 

Human power only, no electricity or 

compressed air required. 

(用人力即可操作，不需插電或是接

空氣壓縮機) 
 

Hydraulic Actuation(液壓驅動) 
Huge press force(5 Tons) and smooth 

compress process makes the crimping 

work very easy and the crimped curve 

perfect. 

(巨大的壓力(5噸)及流暢的壓製過程

使得封合過程非常簡單以及有完美

的封合曲線) 

 
 

Quick Mold Switching 
(快速模具更換)  

Crimping mold is just put on platform 

freely without any fastened, then it’s 

very simple to load and unload the 

mold. Even different model of cells 

can be crimped in the meanwhile just 

with their respective molds. 

(封合用模具僅置於平台上沒有任何

的固定，這樣很容易安裝及移除模具. 

甚至不同的種類的電池可以在各自

的模具上同時被封合。) 

 

Very Small Size 
(非常小的尺寸) 

Whole device is compact and small, 

it will save a lot of space when 

operating in a glove box. 

(整個裝置小而簡潔，當在手套箱操

作時，這將節省大量的空間) 
 

 

Fig.2 Components Relationship (零組件關係圖) 

Fig. 1 SE_CR-02 Overview (概觀) 

 

上盤 

上模具(外腔) 

下模具(中心部份) 電池 

模具平臺 

5 噸千斤頂 
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FEATURES AND APPLICATIONS(功能及應用) 

 
 

SE_CR-02 is an innovative crimping device for coin cells and button cells.  

A hydraulic jack applied here to result enormous press force,  

due to its capacity is far beyond actual demand, the operator will feel light in handling. 

(SE_CR-02是一個用在硬幣電池及鈕扣電池創新的封合裝置,一液壓千斤頂應用在此產生巨

大的壓力,由於產生的能量遠超過實際所需要的，操作者在使用時將覺得很輕鬆) 

 

 

Free and independent mold is an especially creative feature for this equipment. The crimping 

mold never fixed on the press with any fastener, then operators 

can load/unload the molds very easily and quickly. 

(未固定且獨立的模具是這個設備的主要創意,封合模具不需要用任何的扣件固定在封合機

上,操作者可以容易及快速的安裝/卸下模具) 

 

                     

 

 

OPERATION(操作) 
 
 

Each mold includes 2 parts, the core and the cavity, and their relationship such as Fig.2. For  

first we put the cell elements into the cavity mold, then add on the core to finish the preparation of 

crimping, and put the filled mold onto the platform, then pump the hydraulic jack slightly till it 

touch upper plate, a resistance will start here because the cell’s case is going to be crimped inside 

the mold. Finally, it can’t be squeezed any more, release the jack, take out the mold and open it, 

you will find a crimped coin cell. 

(每個模具包含二個部份,中心部份及外腔部份, 它們的關係圖如同Fig 2所示. 首先我們將電

池放入外腔模具, 然後加上中心部份以完成封合準備, 並且將裝好的模具放於平臺上, 然後

讓液壓千斤頂上昇直至頂到上盤為止, 這時會產生阻力因為電池外殼開始在模具中封合, 最

後不能再壓了, 放鬆千斤頂取出模具並打開,你會發現已經封合好的電池。 
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SPECIFICATION(規格) 

 Dimension(尺寸): 162W x 115D x 196H mm 

R38.5 x H31 mm 

 Weight(重量): 7 Kg  

 Press force(壓力): 5 Tons  

 Material(材質) 

Frame(骨架): Stainless Steel(SUS304)(不銹鋼SUS304)  

Bottle Jack(千斤頂): Carbon Steel(碳素鋼)，paint finish(已上漆) 

Mold(模具): Carbon Steel For Mold SKD11(碳素鋼模具SKD11) 

 

 

                                                    

 


